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Appendix C 

V8 City Proposed.cel



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

1City-wide CADD Standards

NAME:  ASBLT SYM

DESCRIPTION:  ASBUILT SYMBOL 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  BEST MANAGEMENT

PRACTICE 1 

NAME:  BMP1

 Origin 

DESCRIPTION:  BEST MANAGEMENT

PRACTICE 2 

NAME:  BMP2

 Origin 

DESCRIPTION:  CAUTION CALLOUT 

NAME:  CAUTION CALLOUT

1 WATER

 W.O.

SEWER
 W.O.

DESCRIPTION APPROVED DATE FILMED

CONTRACTOR

INSPECTOR

DATE STARTED

DATE COMPLETED

ORIGINAL

177591

31552-07-D

AD/RD

CITY OF SAN DIEGO, CALIFORNIA

ENGINEERING AND CAPITAL PROJECTS DEPARTMENT

DATE

APPROVED:

LAMBERT COORDINATES

ASSOCIATE ENGINEER

CONTROL CERTIFICATION

SUBMITTED BY:

222-1713

FOR CITY ENGINEER

BY

PROJECT ENGINEER

C
O

N
S

T
R

U
C

T
IO

N
 B

M
P

 D
E

T
A

IL
S

DETAILS

CONSTRUCTION 

BEST MANAGEMENT PRACTICES 

(BMP)

SHEET  7  OF  8 SHEETS

.

NOTE:  FILTER FABRIC

STORM DRAIN INLET PROTECTION

MATERIAL: POLYETHYLENE OR POLYPROPYLENE FABRIC

FABRIC WEIGHT:  MINIMUM 4 OZ./ SQUARE YARD

MINIMUM WATER FLOW RATE: 125 GPM/SF (PER ASTM D4491)

MINIMUM TENSILE STRENGTH: 120 LBS. (PER ASTM D4632)

CURB INLET

CURB INLET

FLOWFLOW

TOP OF

CURB

TOP OF

CURB

INLET OPENING LENGTH VARIES

FLOWFLOW

INLET OPENING LENGTH VARIES

FILTER

FABRIC

(PER NOTE)

FILTER

FABRIC

(PER NOTE)

GRAVEL BAGS

ONE (1) BAG HIGH

GRAVEL BAGS

ONE (1) BAG HIGH

S
H

E
E
T
 F

L
O

W

S
H

E
E

T
 F

L
O

W

SHEET FLOW

GEO-TEXTILE FABRIC

A
A

X X X X

X X X X

X

X

X

X X

X

X

X

PLAN

NOT TO SCALE

 

x

x

CATCH BASIN

x

x

SECTION A - A

SILT FENCE

GEO-TEXTILE FABRIC

CATCH BASIN

LESS THAN 

(1 AC)
SILT FENCE

MINIMUM 6 IN.

OVERLAP AT ENDS

OF SILT FENCE.

1.  FOR USE IN AREAS WHERE GRADING HAS BEEN COMPLETED AND 

  FINAL SOIL STABILIZATION AND SEEDING ARE PENDING

  

3. NOT APPLICABLE WITH CONCENTRATED FLOWS

2. NOT APPLICABLE FOR PAVED AREAS

10 FT +

NOTES:

CATCH BASIN INLET PROTECTION

IN GRADED AREAS

SLOPE 
VARIES

ENTRENCHMENT DETAIL

NOT TO SCALE

INSTALL A FIBER ROLL NEAR

SLOPE WHERE IT TRANSITIONS

INTO A STEEPER SLOPE

VERTICAL SPACING

MEASURED ALONG THE

FACE OF THE SLOPE

VARIES BETWEEN

8 FT AND 20 FT

NOTE:

INSTALL FIBER ROLL

ALONG A LEVEL CONTOUR

4
 F

T
 M

A
X

4
 F

T
 M

A
X

4
 F

T
 M

A
X

4 F
T
 M

A
X

FIBER

ROLLS

FIBER ROLL 

FIBER ROLL

8 IN MIN.

1
2
 I

N

M
IN

.

TYPICAL INSTALLATION

NOT TO SCALE

4
 I

N
 +

 

3/4 IN X 3/4 IN

24" LONG WOOD STAKES
MAX 4 FT SPACING

EROSION 

FABRIC

INSTALL WOOD 

STAKES FLUSH WITH 

TOP OF FIBER ROLL

INSTALL WOOD 

STAKES FLUSH WITH 

TOP OF FIBER ROLL

THE LAST 8 FT OF FENCE SHALL BE TURNED UP SLOPE.

STAKES SHALL BE SPACED AT 8 FT MAXIMUM AND SHALL BE

POSITIONED ON DOWNSTREAM SIDE OF FENCE.

STAKES SHALL BE DRIVEN TIGHTLY TOGETHER TO PREVENT POTENTIAL

FLOW-THROUGH OF SEDIMENT AT JOINT.  THE TOPS OF THE STAKES

SHALL BE SECURED WITH WIRE.

FOR END STAKE, FENCE FABRIC SHALL BE FOLDED AROUND

TWO STAKES ONE FULL TURN AND SECURED WITH 4 STAPLES

MAINTENANCE OPENINGS SHALL BE CONSTRUCTED IN A MANNER TO ENSURE 

SEDIMENT REMAINS BEHIND SILT FENCE.

JOINING SECTIONS SHALL NOT BE PLACED AT SUMP LOCATIONS.

9.

3.

1.

2.

5.

6.

8.

4.

10.

12.

11.

STAKE DIMENSIONS ARE NOMINAL.

13.

GRAVEL BAG ROWS AND LAYERS SHALL BE OFFSET TO ELIMINATE GAPS.

7.

SILT FENCE NOTES:

SETBACK DISTANCE MAY VARY TO FIT FIELD CONDITION.

MINIMUM 4 STAPLES PER STAKE. 

CROSS BARRIERS SHALL BE A MINIMUM OF 1/3 

AND A MAXIMUM OF 1/2 THE HEIGHT OF THE SILT FENCE.

CONSTRUCT THE LENGTH OF EACH REACH SO THAT THE CHANGE IN BASE 

ELEVATION ALONG THE REACH DOES NOT EXCEED 1/3 THE HEIGHT OF THE 

SILT FENCE, IN NO CASE SHALL THE REACH LENGTH EXCEED 500 FT.

14. SEE SPECIFICATIONS FOR MATERIAL REQUIREMENTS.

AT JOINING SECTION, STAKES TO OVERLAP AND FENCE FABRIC TO FOLD AROUND 
EACH STAKE ONE FULL TURN.  SECURE FABRIC TO STAKE WITH 4 STAPLES.

SLOPE

TOE OF SLOPE

SEE DETAIL A

FABRIC

SETBACK 3 FT.

(SEE NOTE 1)

SILT FENCE

FABRIC

DETAIL A

FABRIC

(SE NOTE 8)

END STAKE DETAIL (TOP VIEW)

SILT FENCE

SECTION A-A

JOINING SECTION DETAIL (TOP VIEW)

STAKE B

FABRIC SECTION A

(SEE NOTES 5, 6, & 7)

FABRIC SECTION B

(SEE NOTES 5, 6, & 7)

STAKE A

A

A

8 FT.

FABRIC

WOOD

STAKE

PLAN

S
L

O
P

E

(SEE NOTE 13)

OPTIONAL MAINTENANCE

OPENING (SEE NOTE 10)

OPTIONAL GRAVEL BAG

CROSS BARRIER

(SEE NOTES 11, 12 & 13)
TOE OF 

SLOPE

4"

4
"

END 

DETAIL

(SEE NOTE 9)

2
4

-
2

8
"

1
0

" 

M
IN

.

1 1/2" X 1 1/2" WOOD STAKE

(SEE NOTE 2 & 3)

WOOD STAKE

BACKFILL

MATERIAL

WOOD STAKE

(SEE NOTE 3)

E
X

I
S

T
I
N

G
 P

A
V

E
D

 R
O

A
D

W
A

Y

D
IT

C
H

A

PLAN

NOT TO SCALE

MATCH

EXISTING 

GRADE

OR FOUR TIMES THE CIRCUMFERENCE
OF THE LARGEST CONSTRUCTION VEHICLE 

TIRE, WHICHEVER IS GREATER

x

CORRUGATED STEEL PANELS

ORIGINAL

GRADE

CRUSHED AGGREGATE

GREATER THAN

3 IN BUT SMALLER 
THAN 6 IN

SECTION A-A

CORRUGATED 

STEEL PANELS

NOT TO SCALE

FILTER 

FABRIC

CONSTRUCT SEDIMENT
BARRIER AND CHANNELIZE

RUNOFF TO SEDIMENT

TRAPPING DEVICE

SEDIMENT TRAPPING

DEVICE

50 FT

25 FT

20 FT

R MIN.

STABILIZED CONSTRUCTION ENTRANCE/EXIT 

A

10 FT OR

AS REQUIRED TO

ACCOMODATE

ANTICIPATED
TRAFFIC,

WHICHEVER

IS GREATER

WATER

 W.O.

SEWER
 W.O.

DESCRIPTION APPROVED DATE FILMED

CONTRACTOR

INSPECTOR

DATE STARTED

DATE COMPLETED

ORIGINAL

177591

31552-07-D

AD/RD

CITY OF SAN DIEGO, CALIFORNIA

ENGINEERING AND CAPITAL PROJECTS DEPARTMENT

DATE

APPROVED:

LAMBERT COORDINATES

ASSOCIATE ENGINEER

CONTROL CERTIFICATION

SUBMITTED BY:

222-1713

FOR CITY ENGINEER

BY

PROJECT ENGINEER

C
O

N
S

T
R

U
C

T
IO

N
 B

M
P

 D
E

T
A

IL
S

DETAILS

CONSTRUCTION 

BEST MANAGEMENT PRACTICES 

(BMP)

SHEET  7  OF  8 SHEETS

.

NOTE:  FILTER FABRIC

STORM DRAIN INLET PROTECTION

MATERIAL: POLYETHYLENE OR POLYPROPYLENE FABRIC

FABRIC WEIGHT:  MINIMUM 4 OZ./ SQUARE YARD

MINIMUM WATER FLOW RATE: 125 GPM/SF (PER ASTM D4491)

MINIMUM TENSILE STRENGTH: 120 LBS. (PER ASTM D4632)

CURB INLET

CURB INLET

FLOWFLOW

TOP OF

CURB

TOP OF

CURB

INLET OPENING LENGTH VARIES

FLOWFLOW

INLET OPENING LENGTH VARIES

FILTER

FABRIC

(PER NOTE)

FILTER

FABRIC

(PER NOTE)

GRAVEL BAGS

ONE (1) BAG HIGH

GRAVEL BAGS

ONE (1) BAG HIGH

SLOPE 

VARIES

ENTRENCHMENT DETAIL

NOT TO SCALE

INSTALL A FIBER ROLL NEAR

SLOPE WHERE IT TRANSITIONS

INTO A STEEPER SLOPE

VERTICAL SPACING

MEASURED ALONG THE

FACE OF THE SLOPE

VARIES BETWEEN

8 FT AND 20 FT

NOTE:

INSTALL FIBER ROLL

ALONG A LEVEL CONTOUR

4
 F

T
 M

A
X

4
 F

T
 M

A
X

4
 F

T
 M

A
X

4 F
T
 M

A
X

FIBER

ROLLS

FIBER ROLL 

FIBER ROLL

8 IN MIN.

1
2
 I

N

M
IN

.

TYPICAL INSTALLATION

NOT TO SCALE

4
 I

N
 +

 

3/4 IN X 3/4 IN

24" LONG WOOD STAKES
MAX 4 FT SPACING

EROSION 

FABRIC

INSTALL WOOD 

STAKES FLUSH WITH 

TOP OF FIBER ROLL

INSTALL WOOD 

STAKES FLUSH WITH 

TOP OF FIBER ROLL

THE LAST 8 FT OF FENCE SHALL BE TURNED UP SLOPE.

STAKES SHALL BE SPACED AT 8 FT MAXIMUM AND SHALL BE

POSITIONED ON DOWNSTREAM SIDE OF FENCE.

STAKES SHALL BE DRIVEN TIGHTLY TOGETHER TO PREVENT POTENTIAL

FLOW-THROUGH OF SEDIMENT AT JOINT.  THE TOPS OF THE STAKES

SHALL BE SECURED WITH WIRE.

FOR END STAKE, FENCE FABRIC SHALL BE FOLDED AROUND

TWO STAKES ONE FULL TURN AND SECURED WITH 4 STAPLES

MAINTENANCE OPENINGS SHALL BE CONSTRUCTED IN A MANNER TO ENSURE 

SEDIMENT REMAINS BEHIND SILT FENCE.

JOINING SECTIONS SHALL NOT BE PLACED AT SUMP LOCATIONS.

9.

3.

1.

2.

5.

6.

8.

4.

10.

12.

11.

STAKE DIMENSIONS ARE NOMINAL.

13.

GRAVEL BAG ROWS AND LAYERS SHALL BE OFFSET TO ELIMINATE GAPS.

7.

SILT FENCE NOTES:

SETBACK DISTANCE MAY VARY TO FIT FIELD CONDITION.

MINIMUM 4 STAPLES PER STAKE. 

CROSS BARRIERS SHALL BE A MINIMUM OF 1/3 

AND A MAXIMUM OF 1/2 THE HEIGHT OF THE SILT FENCE.

CONSTRUCT THE LENGTH OF EACH REACH SO THAT THE CHANGE IN BASE 

ELEVATION ALONG THE REACH DOES NOT EXCEED 1/3 THE HEIGHT OF THE 

SILT FENCE, IN NO CASE SHALL THE REACH LENGTH EXCEED 500 FT.

14. SEE SPECIFICATIONS FOR MATERIAL REQUIREMENTS.

AT JOINING SECTION, STAKES TO OVERLAP AND FENCE FABRIC TO FOLD AROUND 
EACH STAKE ONE FULL TURN.  SECURE FABRIC TO STAKE WITH 4 STAPLES.

SLOPE

TOE OF SLOPE

SEE DETAIL A

FABRIC

SETBACK 3 FT.

(SEE NOTE 1)

SILT FENCE

FABRIC

DETAIL A

FABRIC

(SE NOTE 8)

END STAKE DETAIL (TOP VIEW)

SILT FENCE

SECTION A-A

JOINING SECTION DETAIL (TOP VIEW)

STAKE B

FABRIC SECTION A

(SEE NOTES 5, 6, & 7)

FABRIC SECTION B

(SEE NOTES 5, 6, & 7)

STAKE A

A

A

8 FT.

FABRIC

WOOD

STAKE

PLAN

S
L

O
P

E

(SEE NOTE 13)

OPTIONAL MAINTENANCE

OPENING (SEE NOTE 10)

OPTIONAL GRAVEL BAG

CROSS BARRIER

(SEE NOTES 11, 12 & 13)
TOE OF 

SLOPE

4"

4
"

END 

DETAIL

(SEE NOTE 9)

2
4

-
2

8
"

1
0

"
 

M
IN

.

1 1/2" X 1 1/2" WOOD STAKE

(SEE NOTE 2 & 3)

WOOD STAKE

BACKFILL

MATERIAL

WOOD STAKE
(SEE NOTE 3)

E
X

I
S

T
I
N

G
 P

A
V

E
D

 R
O

A
D

W
A

Y

D
IT

C
H

A

PLAN

NOT TO SCALE

MATCH

EXISTING 

GRADE

OR FOUR TIMES THE CIRCUMFERENCE
OF THE LARGEST CONSTRUCTION VEHICLE 

TIRE, WHICHEVER IS GREATER

x

CORRUGATED STEEL PANELS

ORIGINAL

GRADE

CRUSHED AGGREGATE

GREATER THAN
3 IN BUT SMALLER 

THAN 6 IN

SECTION A-A

CORRUGATED 

STEEL PANELS

NOT TO SCALE

FILTER 

FABRIC

CONSTRUCT SEDIMENT
BARRIER AND CHANNELIZE

RUNOFF TO SEDIMENT

TRAPPING DEVICE

SEDIMENT TRAPPING

DEVICE

50 FT

25 FT

20 FT

R MIN.

STABILIZED CONSTRUCTION ENTRANCE/EXIT 

A

10 FT OR

AS REQUIRED TO

ACCOMODATE

ANTICIPATED
TRAFFIC,

WHICHEVER

IS GREATER

S
H

E
E
T
 F

L
O

W

S
H

E
E

T
 F

L
O

W

A
A

CATCH BASIN

FILTER FABRIC

OVER EXISTING

CATCH BASIN GRATE

1" HIGH 

COMPRESSIBLE 

FOAM

RUBBER RING

FILTER FABRIC

COMPRESSIBLE FOAM 

RUBBER RING

CATCH BASIN

GRATE

EXISTING 

PAVEMENT

CATCH BASIN BOX

SECTION A - A

PLAN

NOT TO SCALE

CATCH BASIN INLET PROTECTION

IN PAVED AREAS CAUTION



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

2City-wide CADD Standards

NAME:  CAUTION CALLOUT BLK

DESCRIPTION:  CAUTION CALLOUT

BLANK 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  CITY FORCES CALLOUT 

NAME:  CITY FORCES CALLOUT

 Origin 

DESCRIPTION:  CONNECT  &

RECHANNEL TO EX

SWR MH CALLOUT

PLAN POINT 

NAME:  CONNECT AND

RECHANNEL TO EX SWR

MH CALL PL PT

 Origin 

DESCRIPTION:  CONNECT AND

RECHANNEL TO EX

SWR MH CALL PROFILE 

NAME:  CONNECT AND

RECHANNEL TO EX SWR

MH CALL PROF

    

    

 

STA.             

   

CONNECT AND

RECHANNEL

IF NECESSARY

TO EX. MH.

S
T

A
. 

 
 
 
 
 
 
 
 
 
 
 
 

C
O

N
N

E
C

T
 A

N
D

R
E

C
H

A
N

N
E

L

I
F

 N
E

C
E

S
S

A
R

Y

T
O

 E
X

. 
M

H
.



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

3City-wide CADD Standards

NAME:  CONNECT TO EX SWR

MH CALL PROF

DESCRIPTION:  CONNECT TO EX SWR

MH CALLOUT PROFILE 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  CONNECT TO EX SWR

MH CALLOUT PLAN

POINT 

NAME:  CONNECT TO EX SWR

MH CALLOUT PL PT

 Origin 

DESCRIPTION:  COORDINATE CAPSULE 

NAME:  COORD CAP 3

 Origin 

DESCRIPTION:  COORDINATE CAPSULE 

NAME:  COORD CAP 4

S
T

A
. 

 
 
 
 
 
 
 
 
 
 
 
 

C
O

N
N

E
C

T
 T

O

E
X

. 
M

H
.

STA.             

   

CONNECT TO

EX. MH.

   8888



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

4City-wide CADD Standards

NAME:  COORD TABLE DF

DESCRIPTION:  COORDINATE TABLE

DATA FIELD 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  DATA TABLE 

NAME:  DATA TABLE

 Origin 

DESCRIPTION:  DATA BOX FOR DATA

TABLE 

NAME:  DATA TABLE BOX

 Origin 

DESCRIPTION:  DATE STAMP 

NAME:  DATE STAMP

COORDINATE TABLE

NO. NORTHING EASTING DESCRIPTION

   

   

   

   

   

         

         

         

         

         

                        

                        

                        

                        

                        

NO. /BEARING RADIUS LENGTH REMARKS

PROPOSED PIPE DATA TABLE

 

 

 

 

 
CITY PROPOSED.CEL

REVISED 5/22/05



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

5City-wide CADD Standards

NAME:  DELTA SYM

DESCRIPTION:  DELTA SYMBOL FOR

NOTES 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  DETAIL CALL OUT 

NAME:  DETAIL1

 Origin 

DESCRIPTION:  DETAIL CALL OUT 

NAME:  DETAIL2

 Origin 

DESCRIPTION:  EQUIPMENT CALLOUT 

NAME:  EQUIP CALLOUT

A 

8-M-8

F - 465



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

6City-wide CADD Standards

NAME:  HEX 0

DESCRIPTION:  HEX FOR NOTES BLANK 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  HEX FOR NOTES 1 

NAME:  HEX 1

 Origin 

DESCRIPTION:  HEX FOR NOTES 2 

NAME:  HEX 2

 Origin 

DESCRIPTION:  INTRANET LOCATION

MAP 

NAME:  MAP INTRANET

LOCATION

 

  
LEGEND:

SENIOR ENGINEER

PROJECT MANAGER

PROJECT ENGINEER

LA MESA

EL CAJON

MEXICO

ESCONDIDO

CORONADO

P
A

C
IF

IC
      O

C
E
A

N

LA JOLLA

DEL MAR

SOLANA BEACH
POWAY

RANCHO BERNARDO

VICINITY MAP

JOB

SITE

I-15

SR

163

SR

52

  NO 

 SCALE

WATER MAIN REPLACEMENT
 

SEWER MAIN REPLACEMENT
 

WATER & SEWER MAIN REPLACEMENT

SANTEE

U.S.A.

POINT LOMA

  NO 

 SCALE

EDIT NAME

EDIT NAME

EDIT NAME

02-02-99 ANH

SAN YSIDRO

CHULA VISTA

NATIONAL CITY

SAN DIEGO

   The City of San Diego

Engineering & Capital  Projects

@  533-1212

@  533-1212

@  533-1212

 

 

 
 

 

 
 

 

 
 

  

 

T

H
E 

C
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Y
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F

 

S

A
N 

D I
E G O  S T A T E 

O
F 

C
A

L
I

F

O
R

N

IA

S E
M P E R 

V
I G I L A N S

I-5

I-5

I-8

SR-94

I-805
SR-54

I-15

COMMUNITY PLAN 00    COUNCIL DISTRICT 00   CIP# 000000/000000

WATER & SEWER MAIN

    

   REPLACEMENT

 

    GROUP 000

 

   LOCATION MAP



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

7City-wide CADD Standards

NAME:  P ACCESS MH PROF

DESCRIPTION:  PROP ACCESS MH PROF 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP SWR CLEANOUT

PLAN 

NAME:  P SWR CO

 Origin 

DESCRIPTION:  PROP SWR CLEANOUT

PROF 

NAME:  P SWR CO PROF

 Origin 

DESCRIPTION:  PROP SWR LATERAL

SYMBL 

NAME:  P SWR LAT SYM



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

8City-wide CADD Standards

NAME:  P SWR LINED

DESCRIPTION:  PROP SWR LINED 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP SWR LINED MH

CALL PLAN POINT 

NAME:  P SWR LINED MH CALL

PL PT

 Origin 

DESCRIPTION:  PROP SWR LINED MH

CALLOUT PROFILE 

NAME:  P SWR LINED MH CALL

PROF

 Origin 

DESCRIPTION:  PROP SEWER MAIN 

NAME:  P SWR MAIN

STA.            

PVC LINE

MH. NO.

   

  
S

T
A

.
 
 
 
 
 
 
 
 
 
 
 
 

P
V

C
 L

I
N

E

M
H

. 
N

O
.

 
 
 

 
 



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

9City-wide CADD Standards

NAME:  P SWR MH

DESCRIPTION:  PROP SWR MH 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  P SWR MH CALLOUT

PLAN POINT 

NAME:  P SWR MH CALLOUT PL

PT

 Origin 

DESCRIPTION:  PROP SWR MH

CALLOUT PLAN 

NAME:  P SWR MH CALLOUT

PLAN

 Origin 

DESCRIPTION:  P SWR MH CALLOUT

PROF 

NAME:  P SWR MH CALLOUT

PROF

MH. NO.   
STA.            

   

MH. NO.  
STA.            

E

            

            

N

M
H

. 
N

O
.
 
 

S
T

A
.

 
 
 
 
 
 
 
 
 
 
 
 



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

10City-wide CADD Standards

NAME:  P SWR MH LINED

DESCRIPTION:  PROP SWR MH LINED 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP SWR MH LINED

PROF 

NAME:  P SWR MH LINED PROF

 Origin 

DESCRIPTION:  PROP SWR MH PROF 

NAME:  P SWR MH PROF

 Origin 

DESCRIPTION:  PROP 10 WATER PROF 

NAME:  P WTR 10 PROF



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

11City-wide CADD Standards

NAME:  P WTR 12 PROF

DESCRIPTION:  PROP 12 WATER PROF 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP 16 WATER PROF 

NAME:  P WTR 16 PROF

 Origin 

DESCRIPTION:  PROP 24 WATER PROF 

NAME:  P WTR 24 PROF

 Origin 

DESCRIPTION:  PROP 6 WATER PROF 

NAME:  P WTR 6 PROF



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

12City-wide CADD Standards

NAME:  P WTR 8 PROF

DESCRIPTION:  PROP 8 WATER PROF 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP WTR ACCESS MH 

NAME:  P WTR ACCESS MH

 Origin 

DESCRIPTION:  PROP WTR AIR VALVE 

NAME:  P WTR AIR VALVE

 Origin 

DESCRIPTION:  PROP AIR VALVE

PROFILE 

NAME:  P WTR AIR VALVE PROF



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

13City-wide CADD Standards

NAME:  P WTR BLOW OFF

DESCRIPTION:  PROP WTR BLOW OFF 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP WTR BLOW OFF

PROFILE 

NAME:  P WTR BLOW OFF PROF

 Origin 

DESCRIPTION:  PROP WTR CROSS 

NAME:  P WTR CROSS

 Origin 

DESCRIPTION:  PROP WTR ELBOW 11

LT 

NAME:  P WTR EL 11 LT



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

14City-wide CADD Standards

NAME:  P WTR EL 11 RT

DESCRIPTION:  PROP WTR ELBOW 11

RT 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP WTR ELBOW 22

LT 

NAME:  P WTR EL 22 LT

 Origin 

DESCRIPTION:  PROP WTR ELBOW 22

RT 

NAME:  P WTR EL 22 RT

 Origin 

DESCRIPTION:  PROP WTR ELBOW 45

LT 

NAME:  P WTR EL 45 LT



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

15City-wide CADD Standards

NAME:  P WTR EL 45 RT

DESCRIPTION:  PROP WTR ELBOW 45

RT 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP WTR ELBOW 90 

NAME:  P WTR EL 90

 Origin 

DESCRIPTION:  PROP WTR FIRE

HYDRANT 

NAME:  P WTR FH

 Origin 

DESCRIPTION:  PROP WTR GRADE

BREAK 

NAME:  P WTR GB



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

16City-wide CADD Standards

NAME:  P WTR GB ELEV

DESCRIPTION:  PROP WTR GRADE

BREAK EVELATION 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP  WTR MAIN 

NAME:  P WTR MAIN
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17City-wide CADD Standards

NAME:  P WTR RED

DESCRIPTION:  PROP WTR REDUCER 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  PROP WATER SERVICE 

NAME:  P WTR SERV

 Origin 

DESCRIPTION:  PROP WATER TEE 

NAME:  P WTR TEE

 Origin 

DESCRIPTION:  PROP WTR VALVE 

NAME:  P WTR VALVE
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NAME:  PLANNING MH

DESCRIPTION:  PLANNING MANHOLE 

V8 CITY PROPOSED.CEL
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DESCRIPTION:  PLUS MINUS 

NAME:  PLUS MINUS

 Origin 

DESCRIPTION:  REHAB EX MH CALL

PLAN POINT 
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NAME:  REHAB EX MH CALL

PROF

DESCRIPTION:  REHAB EX MH

CALLOUT PROF 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  SHEET 1-10  WSD 

NAME:  SHEET 1-10  WSD

 Origin 

DESCRIPTION:  SHEET ANSI20 WSD 

NAME:  SHEET ANSI20 WSD

 Origin 

DESCRIPTION:  SHEET ANSI40 WSD 

NAME:  SHEET ANSI40 WSD
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INSPECTOR
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00000

00000

19905-03-D

XX/XX

CITY OF SAN DIEGO, CALIFORNIA
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CONTROL CERTIFICATION
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CITY OF SAN DIEGO, CALIFORNIA
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DATE

APPROVED:
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CONTROL CERTIFICATION
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CONTROL CERTIFICATION

SUBMITTED BY:
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PROJECT LIMITS 

CHECKED BY:

PROJECT ENGINEER
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WATER:
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ASSOCIATE ENGINEER
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SUBMITTED BY:
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PLANS FOR THE CONSTRUCTION OF

REQUEST MARKOUT OF UNDERGROUND UTILITIES BY CALLING THE BELOW LISTED

REGIONAL NOTIFICATION CENTER FOR AN INQUIRY IDENTIFICATION NUMBER:

SEWER & WATER GROUP XYZ

AT LEAST THREE (3) WORKING DAYS PRIOR TO EXCAVATION, THE CONTRACTOR SHALL

UNDERGROUND SERVICE ALERT (U.S.A.)                   1-800-422-4133

STANDARD DRAWINGS & SPECIFICATIONS

UNDERGROUND UTILITIES

ASSOCIATE ENGINEER

CHECKED BY:

CHECKED BY:

APPROVED BY:

COVER SHEET

EXISTING UTILITIES

NAME STREET  TO  NAME AVENUE

NAME ROAD  TO  NAME BOULEVARD
NAME STREET  TO  NAME AVENUE

NAME ROAD  TO  NAME BOULEVARD

NAME STREET

NAME AVENUE
NAME ROAD

NAME BOULEVARD

1
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4

TRAFFIC PLANS

MISC DETAILS

CITY FORCES
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U.    S.    A.

P A C I  F I  C     O C E A N

KEY MAP

VICINITY MAP

MANUFACTURERMATERIALS

GATE VALVES

FIRE HYDRANTS

SEWER MANHOLES

LIMITS OF WORK

NO SCALE

NO SCALE

SIZE (IN)

PIPE CL 150 (WATER)

PIPE SDR 35 (SEWER)

-

-

-

-

-

FOR CITY ENGINEER

FOR CITY ENGINEER PROJECT ENGINEER

FUNDING:   CIP SPEC. NO.

STREET RESURFACING

DRAWN BY:

DELETE IF NO WORK IS DONE IN CALTRANS RIGHT-OF-WAY IN ACCORDANCE WITH CALTRANS

STANDARD SPECIFICATIONS AND STANDARD PLANS.

DELETE THIS NOTE AFTER REVIEWING THE TASK ABOVE

SEWER & WATER GROUP XYZ

AS-BUILT INFORMATION

WORK TO BE DONE

12
8

8
12

SEWER
SEWER

WATER
WATER

600.00

800.00
800.00

60.00

CONSTRUCTION CONSISTS OF THE INSTALLATION ...

N

S

EW

N

S

EW

E T C

EX DRAINS

EX STREET LIGHT

TS

SL

EX FIRE HYDRANT

EX WATER MAIN & VALVES

EX SEWER MAIN & MANHOLES

EX WATER METER

EX PAVEMENT (PROFILE)

EX TRAFFIC SIGNAL

GAS MAIN

ELEC. COND., TEL. COND., CATV

EX GROUND LINE (PROFILE)

HORIZONTAL ALIGNMENT COORDINATE INDEX REPORT

BEST MANAGEMENT PRACTICES

L E G E N D

$12345678901234567890123456789012345678901234567890$

$plot$date$time$$ $user$

DATUM:                   MEAN SEA LEVEL

MAJOR STREETS:    *STREET NAMES*

BENCHMARK:

FIELD NOTES:

CURB RAMP LOCATION & TYPE REQUIREMENTS

1.

2.

3.

4.

5.

6.

CONTRACTOR TO EXCAVATE AROUND WATER METER BOX (CITY PROPERTY SIDE) TO DETER-

MINE IN ADVANCE, EXACT SIZE OF SERVICE BEFORE TAPPING MAIN.

7.

8. THE LOCATION OF EXISTING BUILDINGS AS SHOWN ON THE PLAN ARE APPROXIMATE.
9.

MENTS DISTURBED BY CONTRACTOR SHALL BE REPLACED IN KIND TO ORIGINAL OR BETTER.

IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO LOCATE AND RECONNECT ALL SEWER

LATERALS.   LOCATIONS AS SHOWN ON THE PLANS ARE APPROXIMATE ONLY.  LATERAL

THE IMPROVEMENTS THAT WILL BE AFFECTED BY LATERAL REPLACEMENTS.  ALL IMPROVE-

CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS

DURING THE COURSE OF CONSTRUCTION, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY.
THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING

HOURS.

CONTRACTOR’S RESPONSIBILITIES

RECORDS ARE AVAILABLE TO THE CONTRACTOR AT THE WATER DEPARTMENT,

DURING CONSTRUCTION.

SHOWN ON PLANS.

EXISTING MAINS SHALL BE KEPT IN SERVICE IN LIEU OF HIGH-LINING, UNLESS OTHERWISE

CONTRACTOR SHALL REPLACE IN KIND ANY TRAFFIC SENSORS OR EQUIPMENT DAMAGED

CONSTRUCTION.

STORM DRAIN INLETS TO REMAIN FUNCTIONAL / OPERATIONAL AT ALL TIMES DURING 

10.

11.

12. UNLESS OTHERWISE NOTED AS PREVIOUSLY POTHOLED (PH), ALL ELEVATIONS SHOWN ON THE

PROFILE FOR EXISTING UTILITIES ARE BASED ON A SEARCH OF THE AVAILABLE RECORD

INFORMATION ONLY AND ARE SOLELY FOR THE CONTRACTOR’S CONVENIENCE. THE CITY IN NO

PLANS OR MARKED IN THE FIELD) IN ACCORDANCE WITH THE SPECIFICATIONS

(REFERENCE SPECIFICATIONS SECTION 5-1)

WAY WARRANTS OR GUARANTEES THAT IT HAS REVIEWED ALL AVAILABLE DATA. IT IS THE 

CONTRACTOR’S RESPONSIBILITY TO POTHOLE ALL EXISTING UTILITIES (EITHER SHOWN ON THE

CONTRACTOR SHALL PREVENT DEBRIS FROM GOING TO THE STORM DRAIN DURING CONSTRUCTION.

2797 CAMINITO CHOLLAS.  IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO LOCATE

13. EXCEPT FOR THOSE PORTIONS OF THE WORK COVERED BY ANY ATTACHED TRAFFIC PLANS,

ALL TRAFFIC CONTROL SHALL BE DESIGNED BY THE CONTRACTOR AND SUBMITTED AS SHOP 
DRAWINGS IN ACCORDANCE WITH SECTION 7-10.1.1 OF THE SPECIFICATIONS.

CITY FORCES WHERE CALLED OUT SHALL MAKE PERMANENT CUTS & PLUGS, CONNECTIONS, ETC.

THE CONTRACTOR SHALL DESIGN, CONSTRUCT AND MAINTAIN ALL SAFETY DEVICES, INCLUDING
SHORING AND SHALL BE SOLELY RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE, AND

FEDERAL SAFETY AND HEALTH STANDARDS, LAWS AND REGULATIONS.

14. CONTRACTOR SHALL NOTIFY THE RESIDENT ENGINEER IMMEDIATELY IF A ONE FOOT VERTICAL
SEPARATION (FROM OUTSIDE PIPE WALL TO OUTSIDE PIPE WALL) BETWEEN SEWER AND WATER
CANNOT BE MAINTAINED.

15. CONTRACTOR SHALL NOTIFY THE RESIDENT ENGINEER IMMEDIATELY IF A FOUR FOOT HORIZONTAL
SEPARATION (FROM OUTSIDE PIPE WALL TO OUTSIDE PIPE WALL) BETWEEN SEWER AND WATER

CANNOT BE MAINTAINED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SURVEY MONUMENTS AND/OR
VERTICAL CONTROL BENCHMARKS WHICH ARE DISTURBED OR DESTROYED BY CONSTRUCTION

A LAND SURVEYOR MUST FIELD LOCATE, REFERENCE, AND /OR PRESERVE ALL HISTORICAL OR
CONTROLLING MONUMENTS PRIOR TO ANY EARTHWORK. IF DESTROYED, SUCH MONUMENTS

SHALL BE REPLACED WITH APPROPRIATE MONUMENTS BY A LAND SURVEYOR. A CORNER

RECORD OR RECORD OF SURVEY, AS APPROPRIATE, SHALL BE FILED AS REQUIRED BY THE 

PROFESSIONAL LAND SURVEYOR’S ACT. IF ANY VERTICAL CONTROL IS TO BE DISTRUBED,

OR DISTROYED, THE CITY OF SAN DIEGO FIELD SURVEY SECTION MUST BE NOTIFIED, IN 

WRITING, AT LEAST 3 DAYS PRIOR TO THE CONSTRUCTION. THE CONTRACTOR WILL BE 

RESPONSIBLE FOR THE COST OF REPLACING ANY VERTICAL CONTROL BENCHMARKS 

DESTROYED BY THE CONSTRUCTION.

16. CONTRACTOR SHALL NOTIFY THE RESIDENT ENGINEER IMMEDIATELY IF A 6 INCH VERTICAL SEPARATION 
(FROM OUTSIDE PIPE WALL TO OUTSIDE PIPE WALL) BETWEEN UTILITIES CANNOT BE MAINTAINED.
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"MANUAL OF TRAFFIC CONTROLS FOR
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1999 STANDARD SPECIAL PROVISIONS FOR SIGNALS, 
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10-22-99

 

 
06-05-03

TRANSPORTATION, STANDARD SPECIFICATIONS (JULY 2002)

TRANSPORTATION STANDARD PLANS (JULY 2002)

STANDARD DRAWINGS SYMBOLIMPROVEMENTS

WATER SERVICES

VALVES WITH CAPS AND WELLS

2-WAY UNLESS SPECIFIED

AS 3-WAY

CONCRETE ENCASEMENT S-7

SDW-100, SDW-106

WATER MAIN & APPURTENANCES

S-11

SEE PLANS & SPEC.

SURVEY MONUMENT M-10

EX MANHOLES TO BE ABANDONED

S

WM

P.L.

P.L.

P.L.

CONCRETE PROTECTION FOR EXIST

SEWER PIPE

W-10, W-11, SDW-100

SDW-106

W-6, W-7, W-8, W-9, SDW-100,

W-17, W-18, W-19, W-20, W-22, W-25,

AIR & VACUUM VALVE

SDW-117

W-1, W-2, W-15, W-25, SDW-100,

A.V.

SEWER LATERAL WITH C.O.

SDW-100, W-12A, W-12B, SDW-109, W-19A

M-19, W-19A, W-25

W-3, W-4, W-5, SDW-100,

W

F

B.O.

R
P.L.

C

P.L.

REPLUMB SEWER 

LATERAL WITH C.O.

PROPOSED SEWER

PROPOSED SEWER

PROPOSED WATER

SEE PLANS & SPECS

S-4C, S-13, S-19, SDS-100

FIRE SERVICE ASSEMBLY 

AND BACK FLOW PREVENTER

6" FIRE HYDRANT ASSEMBLY & MARKER

BLOWOFF ASSEMBLY

S-4C, S-13, S-19, SDS-100

PAVING & TRENCH RESURFACING SDG-107, SDG-108

SEWER MAIN

SEWER MAIN REHAB.

SEE PLANS & SPECS

S-4C, S-19, SDS-100, SDS-101

SEE PLANS & SPECS

FOR ADDITIONAL SYMBOLS SEE RESURFACING, CURB RAMP, AND TRAFFIC CONTROL SHEETS.

REHAB

HORIZONTAL ALIGNMENT COORDINATE POINT NUMBER 789

PERMIT: PERMIT NO.

PERMIT: PERMIT NO.

PERMIT: PERMIT NO.

SDS-102, SDS-103, SDS-104

SDS-102, SDS-103, SDS-104

SDW-118, SDW-120, W-19

SDW-134, SDW-135, SDW-136, SDW-137

OVER HEAD

POLYVINYL CHLORIDE
PROPOSED

REDUCER
RIGHT

SURVEY LINE
SEWER

TELEPHONE
UNKNOWN

VITRIFIED CLAY PIPE
WATER METER

WATER

OVHD

PVC 
PROP

RED
RT

S 
SWR

TEL
UNK

VC
WM

WTR

REHAB. EX. SEWER MANHOLE

SEWER MANHOLE/PVC LINED

FIELD INSPECTOR

P.L.SEE PLANS & SPECS L

M-3, SDS-106, SDS-107

SEWER LATERAL CONNECTION

REHAB SEWER LATERAL
(LINED) WITH C.O.

PROPOSED SEWER

PROPOSED
REHABILITATED SEWER

S
H

E
E

T
 N

U
M

B
E

R
 T

W
O

 J
A

N
 1

9
9

7

  +00         

708 708

708 708

708 708

708 708

708 708

708 708

708 708

WATER

 W.O.

SEWER
 W.O.

DESCRIPTION BY APPROVED DATE FILMED

CONTRACTOR

INSPECTOR

DATE STARTED

DATE COMPLETED

ORIGINAL

00000

00000

19907-00-D

XX/XX

CITY OF SAN DIEGO, CALIFORNIA

SHEET    OF    SHEETS

ENGINEERING AND CAPITAL PROJECTS DEPARTMENT

DATEDEPUTY DIRECTOR

APPROVED:

LAMBERT COORDINATES

SECTION HEAD

ASSOCIATE ENGINEER

CONTROL CERTIFICATION

SUBMITTED BY:

CHECKED BY:

PROJECT TITLE

STREET NAME

PROJECT LIMITS 

000-0000

REFERENCE:

WATER:

SEWER:

STORM DRAIN:

GAS:

ELECTRIC:
CABLE TV:

TELEPHONE:

IMPROVEMENTS:

WATER FIELD BOOK:

SEWER FIELD BOOK:

100’ SCALE:

THOMAS BROS.:
HGL:

000’ - 0" CP SEWER - DATE 1900

000’ - 0" CI WATER - DATE 1900

 
FH (2-PORT) - QTY. 0

FH (3-PORT) - QTY. 0

RETIREMENTS:

S
H

E
E

T
 N

U
M

B
E

R
 T

W
O

 M
A

Y
 1

9
9

0

    +00               

708 708

708 708

708 708

708 708

708 708

708 708

708 708

sheet 11 LOGICAL NAME :   

WATER

 W.O.

SEWER
 W.O.

DESCRIPTION APPROVED DATE FILMED

CONTRACTOR

INSPECTOR

DATE STARTED

DATE COMPLETED

ORIGINAL

00000

00000

19905-01-D

XX/XX

CITY OF SAN DIEGO, CALIFORNIA

SHEET    OF    SHEETS

ENGINEERING AND CAPITAL PROJECTS DEPARTMENT

DATE

APPROVED:

LAMBERT COORDINATES

ASSOCIATE ENGINEER

CONTROL CERTIFICATION

SUBMITTED BY:

000-0000

FOR CITY ENGINEER

PROJECT TITLE

STREET NAME

PROJECT LIMITS 

CHECKED BY:

PROJECT ENGINEER

BY

REFERENCE:

WATER:

SEWER:

STORM DRAIN:

GAS:

ELECTRIC:

CABLE TV:
TELEPHONE:

IMPROVEMENTS:

WATER FIELD BOOK:

SEWER FIELD BOOK:

100’ SCALE:

THOMAS BROS.:

HGL:

000’ - 0" CP SEWER - DATE 1900

000’ - 0" CI WATER - DATE 1900

 

FH (2-PORT) - QTY. 0
FH (3-PORT) - QTY. 0

RETIREMENTS:



 Origin 

A P P E N D I X  CC E L L   L I B R A R I E S

20City-wide CADD Standards

NAME:  SHEET B

DESCRIPTION:  B SHEET 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  SHEET CITY FORCES 

NAME:  SHEET CITY FOR

 Origin 

DESCRIPTION:  SHEET COVER LARGE 

NAME:  SHEET COVER LARGE

 Origin 

DESCRIPTION:  SHEET COVER WATER 

NAME:  SHEET COVER WATER

DESCRIPTION BY APPROVED DATE FILMED

ORIGINAL

CITY OF SAN DIEGO, CALIFORNIA

DATE

STATUS

LAMBERT COORDINATES

W.O.

NO.XX/XX
171391

210-1713

IN THE CITY OF SAN DIEGO, STATE OF CALIFORNIA

0
1

2
3

4
5

6
7

8
9

1
0

1 1
1
2

1
3

DEPUTY CITY ENGINEER

DESCRIPTION BY APPROVED DATE FILMED

ORIGINAL

CITY OF SAN DIEGO, CALIFORNIA

DATE

STATUS

LAMBERT COORDINATES

W.O.

NO.XX/XX
181341

244-1692

IN THE CITY OF SAN DIEGO, STATE OF CALIFORNIA

DEPUTY CITY ENGINEER

1884-6252

18288-2-B

SHEET 2 OF 3 SHEETS

IN PUEBLO LOT 1264 AND LOT 167-A OF LA JOLLA

SOLEDAD WEST NO 2 MAP NO. 7268

WATER UTILITIES DEPARTMENT

ENGINEERING DIVISION, MS 908A

600 ’B’ STREET, SUITE 800

SAN DIEGO, CA 92101-4502

IN PUEBLO LOT 1264 AND LOT 167-A OF LA JOLLA

SOLEDAD WEST NO 2 MAP NO. 7268

352 - 720 - 62

 

352 - 310 - 32

LA JOLLA SOLEDAD

WEST,  INC.

 

MIDWEST TELEVISION,

INC.

#76-322014 OF O.R.

 

 

#64-58806 OF O.R.

 REC. 4-19-64 AS F/P

SEWER & DRAIN

ESM’T PER MAP

7268

50’ ROAD ESM’T

REC. 6-1-44, BK. 1679

PG 457 O.R.

PARCEL APN/DOCUMENT NUMBER OVERLAPPING EASEMENTFEE TAKING

(SQ.FT.)

00000-1-B

0
1

2
3

4
5

6
7

8
9

1
0

1 1
1
2

1
3

OWNER

A
W

B
G

5
0

6
B

.d
g

n

SHEET 1   OF 3 SHEETS

"A"

 

"B"

572.6 SQ.FT.

 

11583.86 SQ.FT.

 

12156.46 SQ.FT.

OWNERSHIP

PROJECTED 

SURFACE AREA

(ACRE)

0.76

 6.01

 TOTAL

TUNNEL EASEMENT -

CCS (NAD 83) COORDINATES

572.6 SQ.FT. - 

 

1558 SQ.FT. - 

SEWER EASEMENT -

ENGINEERING & CAPITAL IMPROVEMENTS

WATER & WASTEWATER FAC. DIV. MS 908A

600 ’B’ STREET, SUITE 800

SAN DIEGO, CA 92101-4502

WORK BY CITY FORCES

WORK BY CITY FORCES
 

WATER AND SEWER MAIN REPLACEMENT
 

GROUP XYZ

WATER

 W.O.

SEWER

 W.O.

DESCRIPTION BY APPROVED DATE FILMED

CONTRACTOR

INSPECTOR

DATE STARTED

DATE COMPLETED

ORIGINAL

00000

00000

19905-20-D

XX/XX

CITY OF SAN DIEGO, CALIFORNIA

SHEET    OF    SHEETS

ENGINEERING AND CAPITAL PROJECTS DEPARTMENT

DATEDEPUTY DIRECTOR

APPROVED:

LAMBERT COORDINATES

SECTION HEAD

ASSOCIATE ENGINEER

CONTROL CERTIFICATION

SUBMITTED BY:

CHECKED BY:

000-0000

LEGEND

3

24 6

EXISTING WATER MAIN

PROPOSED WATER MAIN

1

2

3

4

5

BC --- BEFORE CONTRACTOR

AC --- AFTER CONTRACTOR

AC - WET TAP

AC - OPEN EX. VALVE

BC - CUT & PLUG

AC - RECONNECT

BC - CUT AND ABANDON

BC - TEE/CROSS CUT-IN

BC - CLOSE EX. VALVE (REPLACE IF NEEDED)

WORK BY CITY FORCES

CITY FORCES NOTE NUMBER (THIS SHEET)

CITY FORCES NOTE NUMBER (PLAN & PROFILE SHT.)

PLAN & PROFILE "D" SHEET NUMBER

NO SCALE

NN

D
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L
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O
N

T
E
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V

E

N
A

R
R

A
G

A
N

S
E

T
T
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2
5
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ISLAND AVE
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"K" ST.

"L" ST.

IMPERIAL AVE

COMMERCIAL ST.

5
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2
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2
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6
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2

2

2

1

2

2

1

1

1
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3

3 5

4

4 3

1

1

5

5

1

5

6

6 3

10 3

5

6

3 5

6

5 1

6

5 5

6

AC - MAKE CONNECTION(S)

2
6
T

H
 S

T
.

2
4

T
H

 S
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N
A

R
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A
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A
N

S
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T
T

 A
V

E

NO SCALE
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0
0

6
0

0

5
0

0
0

4
9

0
0

4
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0
0

4
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0
0

4
6

0
0

FIRE HYDRANT TO REMAIN IN SERVICE DURING CONSTRUCTION

FIRE HYDRANT TO BE REPLACED

W
O

R
K

 B
Y

 C
IT

Y
 F

O
R

C
E

S

NOTE; 

NO STRUCTURE SHALL BE MORE THAN 100’ FROM A "LIVE" FIRE HYDRANT AT ANY TIME DURING

CONSTRUCTION. THE DISTANCE SHALL BE MEASURED USING STREETS, PRIVATE ROADS OR OTHER 

ROUTES DRIVEN BY EMERGENCY VEHICLES.

WORK TO BE DONE
CONSTRUCTION CONSISTS OF THE INSTALLATION ...

L E G E N D

STANDARD DRAWINGS SYMBOLIMPROVEMENTS

WATER SERVICES

VALVES WITH CAPS AND WELLS

2-WAY UNLESS SPECIFIED

AS 3-WAY

CONCRETE ENCASEMENT S-7

SDW-100, SDW-106

WATER MAIN & APPURTENANCES

S-11

SEE PLANS & SPEC.

SURVEY MONUMENT M-10

EX MANHOLES TO BE ABANDONED

S

WM

P.L.

P.L.

P.L.

CONCRETE PROTECTION FOR EXIST

SEWER PIPE

W-10, W-11, SDW-100

SDW-106

W-6, W-7, W-8, W-9, SDW-100,

W-17, W-18, W-19, W-20, W-22, W-25,

AIR & VACUUM VALVE

SDW-117

W-1, W-2, W-15, W-25, SDW-100,

A.V.

SEWER LATERAL WITH C.O.

SDW-100, W-12A, W-12B, SDW-109, W-19A

M-19, W-19A, W-25

W-3, W-4, W-5, SDW-100,

W

F

B.O.

R
P.L.

C

P.L.

PROPOSED

REHABILITATED SEWER

REPLUMB SEWER 
LATERAL WITH C.O.

PROPOSED SEWER

PROPOSED SEWER

PROPOSED WATER

SEE PLANS & SPECS

S-4C, S-13, S-19, SDS-100

FIRE SERVICE ASSEMBLY 

AND BACK FLOW PREVENTER

6" FIRE HYDRANT ASSEMBLY & MARKER

BLOWOFF ASSEMBLY

S-4C, S-13, S-19, SDS-100

PAVING & TRENCH RESURFACING SDG-107, SDG-108

SEWER MAIN

SEWER MAIN REHAB.

SEE PLANS & SPECS

S-4C, S-19, SDS-100, SDS-101

SEE PLANS & SPECS

FOR ADDITIONAL SYMBOLS SEE RESURFACING, CURB RAMP, AND TRAFFIC CONTROL SHEETS.

REHAB

HORIZONTAL ALIGNMENT COORDINATE POINT NUMBER 789

SDS-102, SDS-103, SDS-104

SDS-102, SDS-103, SDS-104

SDW-118, SDW-120, W-19

SDW-134, SDW-135, SDW-136, SDW-137

REHAB. EX. SEWER MANHOLE

SEWER MANHOLE/PVC LINED

P.L.

SEE PLANS & SPECS L

PROPOSED

LINED SEWER

M-3, SDS-106, SDS-107

SEWER LATERAL CONNECTION

REHAB SEWER LATERAL

(LINED) WITH C.O.

WATER

 W.O.

SEWER

 W.O.

DESCRIPTION DRAWN BY DATE FILMED

CONTRACTOR

INSPECTOR

DATE STARTED

DATE COMPLETED

ORIGINAL

00000

00000

19905-02-D

CITY OF SAN DIEGO, CALIFORNIA

SHEET    OF    SHEETS

ENGINEERING AND CAPITAL PROJECTS DEPARTMENT

DATE

APPROVED:

LAMBERT COORDINATES

ASSOCIATE ENGINEER

CONTROL CERTIFICATION

SUBMITTED BY:

000-0000

PLANS FOR THE CONSTRUCTION OF

COVER SHEET

FOR CITY ENGINEER

PROJECT ENGINEER

SEWER & WATER GROUP XYZ

WATER

 W.O.

SEWER
 W.O.

DESCRIPTION DRAWN BY DATE FILMED

CONTRACTOR

INSPECTOR

DATE STARTED

DATE COMPLETED

ORIGINAL

00000

00000

19905-01-D

CITY OF SAN DIEGO, CALIFORNIA
ENGINEERING AND CAPITAL PROJECTS DEPARTMENT

DATE

APPROVED:

LAMBERT COORDINATES

ASSOCIATE ENGINEER

CONTROL CERTIFICATION

SUBMITTED BY:

000-0000

PIPE
LENGTH

(FT)

STREETSHEET

NO.

LIMITS

TYPE

PLANS FOR THE CONSTRUCTION OF
DATUM:                   MEAN SEA LEVEL

MAJOR STREETS:    *STREET NAMES*

ASSOCIATE ENGINEER

CHECKED BY:

CHECKED BY:

APPROVED BY:

COVER SHEET

805

805

5

8

8

15

163

5

M E X I  C O

SAN YSIDRO

CHULA VISTA

CORONADO

NATIONAL CITY

SAN

DIEGO

LA MESA

.

BALB O
A  A V E.

LA JOLLA

EL CAJON

DEL

MAR

SOLANA BEACH

ESCONDIDO

RANCHO BERNARDO

POWAY

52

94

54

155

U.    S.    A.

P
 A

 C
 I

  F
 I

  C
     O

 C
 E

 A
 N

KEY MAP

MANUFACTURERMATERIALS

GATE VALVES

FIRE HYDRANTS

SEWER MANHOLES

LIMITS OF WORK

NO SCALE

SIZE (IN)

PIPE CL 150 (WATER)

PIPE SDR 35 (SEWER)

-

-

-

-

-

FOR CITY ENGINEER

FOR CITY ENGINEER PROJECT ENGINEER

FUNDING:   CIP SPEC. NO.

DRAWN BY:

SEWER & WATER GROUP XYZ

BENCHMARK:

AS-BUILT INFORMATION

WORK TO BE DONE

12

8

8

12

SEWER

SEWER

WATER

WATER

600.00

800.00

800.00

60.00

N

S

EW

N

S

EW

SHEET  1  OF  MANY  SHEETS

CONSTRUCTION CONSISTS OF THE INSTALLATION OF THIS THAT & OTHER STUFF RELATED 

TO THE CONSTRUCTION OF THIS PROJECT ...

1

2

3

4

5

6

7

TITLE PAGE 1

TITLE PAGE 2

NAME STREET

NAME AVENUE

NAME ROAD

NAME BOULEVARD

LIMITS OF WORK, WORK TO BE DONE,  MAPS, ETC. 

STD. DWG’S., UTILS, CONTRACTOR RESP., LEGEND, ETC.

NAME STREET  TO  NAME AVENUE

NAME ROAD  TO  NAME BOULEVARD

NAME STREET  TO  NAME AVENUE

NAME ROAD  TO  NAME BOULEVARD

Proposed

Large Project

Title Sheets

ABBREVIATIONS

S
E

W
E

R
 &

 W
A

T
E

R
 G

R
O

U
P

 X
Y

Z

TRAFFIC PLANS

MISC DETAILS

CITY FORCES

STREET RESURFACING

HORIZONTAL ALIGNMENT COORDINATE INDEX REPORT

BEST MANAGEMENT PRACTICES

SEWER & WATER GROUP XYZ

S
E

W
E

R
 &

 W
A

T
E

R
 G

R
O

U
P

 X
Y

Z

VICINITY MAP
NO SCALE

EXISTING UTILITIES

E T C

G

EX DRAINS

EX STREET LIGHT

TS

SL

EX FIRE HYDRANT

EX WATER MAIN & VALVES

EX SEWER MAIN & MANHOLES

EX WATER METER

EX PAVEMENT (PROFILE)

EX TRAFFIC SIGNAL

GAS MAIN

ELEC. COND., TEL. COND., CATV

EX GROUND LINE (PROFILE)

CURB RAMP LOCATION

REQUEST MARKOUT OF UNDERGROUND UTILITIES BY CALLING THE BELOW LISTED

REGIONAL NOTIFICATION CENTER FOR AN INQUIRY IDENTIFICATION NUMBER:

AT LEAST THREE (3) WORKING DAYS PRIOR TO EXCAVATION, THE CONTRACTOR SHALL

UNDERGROUND SERVICE ALERT (U.S.A.)                   1-800-422-4133

STANDARD DRAWINGS:

STANDARD SPECIFICATIONS:

STANDARD DRAWINGS & SPECIFICATIONS

UNDERGROUND UTILITIES

 

1.

2.

3.

4.

5.

6.

CONTRACTOR TO EXCAVATE AROUND WATER METER BOX (CITY PROPERTY SIDE) TO DETER-

MINE IN ADVANCE, EXACT SIZE OF SERVICE BEFORE TAPPING MAIN.

7.

8. THE LOCATION OF EXISTING BUILDINGS AS SHOWN ON THE PLAN ARE APPROXIMATE.

9.

MENTS DISTURBED BY CONTRACTOR SHALL BE REPLACED IN KIND TO ORIGINAL OR BETTER.

IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO LOCATE AND RECONNECT ALL SEWER

LATERALS.   LOCATIONS AS SHOWN ON THE PLANS ARE APPROXIMATE ONLY.  LATERAL

THE IMPROVEMENTS THAT WILL BE AFFECTED BY LATERAL REPLACEMENTS.  ALL IMPROVE-

CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS

DURING THE COURSE OF CONSTRUCTION, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY.

THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING

HOURS.

CONTRACTOR’S RESPONSIBILITIES

RECORDS ARE AVAILABLE TO THE CONTRACTOR AT THE WATER DEPARTMENT,

DURING CONSTRUCTION.

SHOWN ON PLANS.

EXISTING MAINS SHALL BE KEPT IN SERVICE IN LIEU OF HIGH-LINING, UNLESS OTHERWISE

CONTRACTOR SHALL REPLACE IN KIND ANY TRAFFIC SENSORS OR EQUIPMENT DAMAGED

CONSTRUCTION.

STORM DRAIN INLETS TO REMAIN FUNCTIONAL / OPERATIONAL AT ALL TIMES DURING 

10.

11.

12. UNLESS OTHERWISE NOTED AS PREVIOUSLY POTHOLED (PH), ALL ELEVATIONS SHOWN ON THE

PROFILE FOR EXISTING UTILITIES ARE BASED ON A SEARCH OF THE AVAILABLE RECORD

INFORMATION ONLY AND ARE SOLELY FOR THE CONTRACTOR’S CONVENIENCE. THE CITY IN NO

PLANS OR MARKED IN THE FIELD) IN ACCORDANCE WITH THE SPECIFICATIONS

(REFERENCE SPECIFICATIONS SECTION 5-1)

WAY WARRANTS OR GUARANTEES THAT IT HAS REVIEWED ALL AVAILABLE DATA. IT IS THE 

CONTRACTOR’S RESPONSIBILITY TO POTHOLE ALL EXISTING UTILITIES (EITHER SHOWN ON THE

CONTRACTOR SHALL PREVENT DEBRIS FROM GOING TO THE STORM DRAIN DURING CONSTRUCTION.

2797 CAMINITO CHOLLAS.  IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO LOCATE

13. EXCEPT FOR THOSE PORTIONS OF THE WORK COVERED BY ANY ATTACHED TRAFFIC PLANS,

ALL TRAFFIC CONTROL SHALL BE DESIGNED BY THE CONTRACTOR AND SUBMITTED AS SHOP 

DRAWINGS IN ACCORDANCE WITH SECTION 7-10.1.1 OF THE SPECIFICATIONS.

CITY FORCES WHERE CALLED OUT SHALL MAKE PERMANENT CUTS & PLUGS, CONNECTIONS, ETC.

THE CONTRACTOR SHALL DESIGN, CONSTRUCT AND MAINTAIN ALL SAFETY DEVICES, INCLUDING

SHORING AND SHALL BE SOLELY RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE, AND

FEDERAL SAFETY AND HEALTH STANDARDS, LAWS AND REGULATIONS.

14. CONTRACTOR SHALL NOTIFY THE RESIDENT ENGINEER IMMEDIATELY IF A ONE FOOT VERTICAL

SEPARATION (FROM OUTSIDE PIPE WALL TO OUTSIDE PIPE WALL) BETWEEN SEWER AND WATER
CANNOT BE MAINTAINED.

15. CONTRACTOR SHALL NOTIFY THE RESIDENT ENGINEER IMMEDIATELY IF A FOUR FOOT HORIZONTAL
SEPARATION (FROM OUTSIDE PIPE WALL TO OUTSIDE PIPE WALL) BETWEEN SEWER AND WATER

CANNOT BE MAINTAINED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SURVEY MONUMENTS AND/OR

VERTICAL CONTROL BENCHMARKS WHICH ARE DISTURBED OR DESTROYED BY CONSTRUCTION

A LAND SURVEYOR MUST FIELD LOCATE, REFERENCE, AND /OR PRESERVE ALL HISTORICAL OR

CONTROLLING MONUMENTS PRIOR TO ANY EARTHWORK. IF DESTROYED, SUCH MONUMENTS

SHALL BE REPLACED WITH APPROPRIATE MONUMENTS BY A LAND SURVEYOR. A CORNER

RECORD OR RECORD OF SURVEY, AS APPROPRIATE, SHALL BE FILED AS REQUIRED BY THE 

PROFESSIONAL LAND SURVEYOR’S ACT. IF ANY VERTICAL CONTROL IS TO BE DISTRUBED,

OR DISTROYED, THE CITY OF SAN DIEGO FIELD SURVEY SECTION MUST BE NOTIFIED, IN 

WRITING, AT LEAST 3 DAYS PRIOR TO THE CONSTRUCTION. THE CONTRACTOR WILL BE 

RESPONSIBLE FOR THE COST OF REPLACING ANY VERTICAL CONTROL BENCHMARKS 

DESTROYED BY THE CONSTRUCTION.

16. CONTRACTOR SHALL NOTIFY THE RESIDENT ENGINEER IMMEDIATELY IF A 6 INCHVERTICAL SEPARATION 

(FROM OUTSIDE PIPE WALL TO OUTSIDE PIPE WALL) BETWEEN UTILITIES CANNOT BE MAINTAINED.

DESCRIPTIONDOC. NO.        FILED

STANDARD SPECIFICATIONS FOR PUBLIC

WORKS CONSTRUCTION (2003 EDITION), INCLUDING

THE REGIONAL AND CITY OF SAN DIEGO 

SUPPLEMENTAL AMENDMENTS.

CALIFORNIA DEPARTMENT OF TRANSPORTATION,

"MANUAL OF TRAFFIC CONTROLS FOR

CONSTRUCTION AND MAINTENANCE WORK ZONES,"

(1996 EDITION) 

1999 STANDARD SPECIAL PROVISIONS FOR SIGNALS, 

LIGHTING  & ELECTRICAL SYSTEMS OF THE CITY 

OF SAN DIEGO.

STATE OF CALIFORNIA, DEPARTMENT OF

1.  701041

 

 

 

2. 769843

 

 

 

3. 769842

 

 

4. 769894

07-01-04

 

 

 

01-24-00

 

 

 

10-22-99
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EXERCISED RESPONSIBLE CHARGE OVER THE DESIGN OF THE PROJECT AS DEFINED IN 
SECTION 6703 OF THE BUSINESS AND PROFESSIONS CODE AND THAT THE DESIGN IS 

CONSISTENT WITH CURRENT STANDARDS.  I  UNDERSTAND THAT THE CHECK OF PROJECT 
DRAWINGS AND SPECIFICATIONS BY THE CITY OF SAN DIEGO IS CONFINED TO A REVIEW ONLY 

AND DOES NOT RELIEVE ME, AS ENGINEER OF WORK, OF MY RESPONSIBILITIES FOR PROJECT DESIGN.
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NAME:  SHEET COVER WSD

DESCRIPTION:  SHEET COVER WSD

12/6/2004 

V8 CITY PROPOSED.CEL

 Origin 

DESCRIPTION:  SHEET CURB RAMP WSD 

NAME:  SHEET CURB RAMP WSD

 Origin 

DESCRIPTION:  SHEET PLAN WATER 

NAME:  SHEET PLAN WATER

 Origin 

DESCRIPTION:  SHEET PLAN/PROFILE

WATER 

NAME:  SHEET PP WATER
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 W.O.
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INSPECTOR

DATE STARTED

DATE COMPLETED

ORIGINAL

00000

00000

19905-01-D

CITY OF SAN DIEGO, CALIFORNIA

SHEET    OF    SHEETS

ENGINEERING AND CAPITAL PROJECTS DEPARTMENT

DATE

APPROVED:

LAMBERT COORDINATES
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PLANS FOR THE CONSTRUCTION OF

REQUEST MARKOUT OF UNDERGROUND UTILITIES BY CALLING THE BELOW LISTED

REGIONAL NOTIFICATION CENTER FOR AN INQUIRY IDENTIFICATION NUMBER:

SEWER & WATER GROUP XYZ

AT LEAST THREE (3) WORKING DAYS PRIOR TO EXCAVATION, THE CONTRACTOR SHALL

UNDERGROUND SERVICE ALERT (U.S.A.)                   1-800-422-4133

STANDARD DRAWINGS & SPECIFICATIONS

UNDERGROUND UTILITIES

ASSOCIATE ENGINEER

CHECKED BY:

CHECKED BY:

APPROVED BY:

COVER SHEET

EXISTING UTILITIES

NAME STREET  TO  NAME AVENUE

NAME ROAD  TO  NAME BOULEVARD

NAME STREET  TO  NAME AVENUE

NAME ROAD  TO  NAME BOULEVARD

NAME STREET

NAME AVENUE

NAME ROAD

NAME BOULEVARD

1
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3

4

TRAFFIC PLANS

MISC DETAILS
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KEY MAP

VICINITY MAP

MANUFACTURERMATERIALS

GATE VALVES

FIRE HYDRANTS

SEWER MANHOLES

LIMITS OF WORK

NO SCALE

NO SCALE

SIZE (IN)

PIPE CL 150 (WATER)

PIPE SDR 35 (SEWER)

-

-

-

-

-

FOR CITY ENGINEER

FOR CITY ENGINEER PROJECT ENGINEER

FUNDING:   CIP SPEC. NO.

STREET RESURFACING

DRAWN BY:

DELETE IF NO WORK IS DONE IN CALTRANS RIGHT-OF-WAY IN ACCORDANCE WITH CALTRANS

STANDARD SPECIFICATIONS AND STANDARD PLANS.

DELETE THIS NOTE AFTER REVIEWING THE TASK ABOVE

SEWER & WATER GROUP XYZ

AS-BUILT INFORMATION

WORK TO BE DONE

12

8

8

12

SEWER

SEWER

WATER

WATER

600.00

800.00

800.00

60.00

CONSTRUCTION CONSISTS OF THE INSTALLATION ...
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E T C

EX DRAINS

EX STREET LIGHT

TS

SL

EX FIRE HYDRANT

EX WATER MAIN & VALVES

EX SEWER MAIN & MANHOLES

EX WATER METER

EX PAVEMENT (PROFILE)

EX TRAFFIC SIGNAL

GAS MAIN

ELEC. COND., TEL. COND., CATV

EX GROUND LINE (PROFILE)

HORIZONTAL ALIGNMENT COORDINATE INDEX REPORT

BEST MANAGEMENT PRACTICES

L E G E N D

$12345678901234567890123456789012345678901234567890$

$plot$date$time$$ $user$

DATUM:                   MEAN SEA LEVEL

MAJOR STREETS:    *STREET NAMES*

BENCHMARK:

FIELD NOTES:

CURB RAMP LOCATION & TYPE REQUIREMENTS

1.

2.

3.

4.

5.

6.

CONTRACTOR TO EXCAVATE AROUND WATER METER BOX (CITY PROPERTY SIDE) TO DETER-

MINE IN ADVANCE, EXACT SIZE OF SERVICE BEFORE TAPPING MAIN.

7.

8. THE LOCATION OF EXISTING BUILDINGS AS SHOWN ON THE PLAN ARE APPROXIMATE.

9.

MENTS DISTURBED BY CONTRACTOR SHALL BE REPLACED IN KIND TO ORIGINAL OR BETTER.

IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO LOCATE AND RECONNECT ALL SEWER

LATERALS.   LOCATIONS AS SHOWN ON THE PLANS ARE APPROXIMATE ONLY.  LATERAL

THE IMPROVEMENTS THAT WILL BE AFFECTED BY LATERAL REPLACEMENTS.  ALL IMPROVE-

CONTRACTOR SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS

DURING THE COURSE OF CONSTRUCTION, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY.

THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING

HOURS.

CONTRACTOR’S RESPONSIBILITIES

RECORDS ARE AVAILABLE TO THE CONTRACTOR AT THE WATER DEPARTMENT,

DURING CONSTRUCTION.

SHOWN ON PLANS.

EXISTING MAINS SHALL BE KEPT IN SERVICE IN LIEU OF HIGH-LINING, UNLESS OTHERWISE

CONTRACTOR SHALL REPLACE IN KIND ANY TRAFFIC SENSORS OR EQUIPMENT DAMAGED

CONSTRUCTION.

STORM DRAIN INLETS TO REMAIN FUNCTIONAL / OPERATIONAL AT ALL TIMES DURING 

10.

11.

12. UNLESS OTHERWISE NOTED AS PREVIOUSLY POTHOLED (PH), ALL ELEVATIONS SHOWN ON THE

PROFILE FOR EXISTING UTILITIES ARE BASED ON A SEARCH OF THE AVAILABLE RECORD

INFORMATION ONLY AND ARE SOLELY FOR THE CONTRACTOR’S CONVENIENCE. THE CITY IN NO

PLANS OR MARKED IN THE FIELD) IN ACCORDANCE WITH THE SPECIFICATIONS

(REFERENCE SPECIFICATIONS SECTION 5-1)

WAY WARRANTS OR GUARANTEES THAT IT HAS REVIEWED ALL AVAILABLE DATA. IT IS THE 

CONTRACTOR’S RESPONSIBILITY TO POTHOLE ALL EXISTING UTILITIES (EITHER SHOWN ON THE

CONTRACTOR SHALL PREVENT DEBRIS FROM GOING TO THE STORM DRAIN DURING CONSTRUCTION.

2797 CAMINITO CHOLLAS.  IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO LOCATE

13. EXCEPT FOR THOSE PORTIONS OF THE WORK COVERED BY ANY ATTACHED TRAFFIC PLANS,

ALL TRAFFIC CONTROL SHALL BE DESIGNED BY THE CONTRACTOR AND SUBMITTED AS SHOP 

DRAWINGS IN ACCORDANCE WITH SECTION 7-10.1.1 OF THE SPECIFICATIONS.

CITY FORCES WHERE CALLED OUT SHALL MAKE PERMANENT CUTS & PLUGS, CONNECTIONS, ETC.

THE CONTRACTOR SHALL DESIGN, CONSTRUCT AND MAINTAIN ALL SAFETY DEVICES, INCLUDING

SHORING AND SHALL BE SOLELY RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE, AND

FEDERAL SAFETY AND HEALTH STANDARDS, LAWS AND REGULATIONS.

14. CONTRACTOR SHALL NOTIFY THE RESIDENT ENGINEER IMMEDIATELY IF A ONE FOOT VERTICAL

SEPARATION (FROM OUTSIDE PIPE WALL TO OUTSIDE PIPE WALL) BETWEEN SEWER AND WATER

CANNOT BE MAINTAINED.

15. CONTRACTOR SHALL NOTIFY THE RESIDENT ENGINEER IMMEDIATELY IF A FOUR FOOT HORIZONTAL

SEPARATION (FROM OUTSIDE PIPE WALL TO OUTSIDE PIPE WALL) BETWEEN SEWER AND WATER

CANNOT BE MAINTAINED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE SURVEY MONUMENTS AND/OR

VERTICAL CONTROL BENCHMARKS WHICH ARE DISTURBED OR DESTROYED BY CONSTRUCTION

A LAND SURVEYOR MUST FIELD LOCATE, REFERENCE, AND /OR PRESERVE ALL HISTORICAL OR

CONTROLLING MONUMENTS PRIOR TO ANY EARTHWORK. IF DESTROYED, SUCH MONUMENTS

SHALL BE REPLACED WITH APPROPRIATE MONUMENTS BY A LAND SURVEYOR. A CORNER

RECORD OR RECORD OF SURVEY, AS APPROPRIATE, SHALL BE FILED AS REQUIRED BY THE 

PROFESSIONAL LAND SURVEYOR’S ACT. IF ANY VERTICAL CONTROL IS TO BE DISTRUBED,

OR DISTROYED, THE CITY OF SAN DIEGO FIELD SURVEY SECTION MUST BE NOTIFIED, IN 

WRITING, AT LEAST 3 DAYS PRIOR TO THE CONSTRUCTION. THE CONTRACTOR WILL BE 

RESPONSIBLE FOR THE COST OF REPLACING ANY VERTICAL CONTROL BENCHMARKS 

DESTROYED BY THE CONSTRUCTION.

16. CONTRACTOR SHALL NOTIFY THE RESIDENT ENGINEER IMMEDIATELY IF A 6 INCH VERTICAL SEPARATION 

(FROM OUTSIDE PIPE WALL TO OUTSIDE PIPE WALL) BETWEEN UTILITIES CANNOT BE MAINTAINED.
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STANDARD DRAWINGS SYMBOLIMPROVEMENTS

WATER SERVICES

VALVES WITH CAPS AND WELLS

2-WAY UNLESS SPECIFIED

AS 3-WAY

CONCRETE ENCASEMENT S-7

SDW-100, SDW-106

WATER MAIN & APPURTENANCES

S-11

SEE PLANS & SPEC.

SURVEY MONUMENT M-10

EX MANHOLES TO BE ABANDONED

S

WM

P.L.

P.L.

P.L.

CONCRETE PROTECTION FOR EXIST

SEWER PIPE

W-10, W-11, SDW-100

SDW-106
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SDW-117
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PAVING & TRENCH RESURFACING SDG-107, SDG-108

SEWER MAIN

SEWER MAIN REHAB.

SEE PLANS & SPECS
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SEE PLANS & SPECS
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PAVING SCHEDULE NOTES
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RESTORATION
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STATION STATION WIDTH
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TOTAL AREA OF SLURRY SEAL

TOTAL AREA OF RESURFACE AC
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PAVEMENT CORE SAMPLE SCHEDULE
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